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Model No.
Max Appli. Motor 

kW Terminal Symbol Cooling
Fan

Mass(kg)
EMC noise Filter

No Internal EMC Filter Internal EMC Filter(C3)
CIPR-GA70□2004□□□□-#□□□□□ 0.75 0.55(0.4)

R/L1 S/L2 T/L3 U/T1 V/T2 W/T3

- 3.5
CIPR-GA70□2006□□□□-#□□□□□ 1.1 0.75 -
CIPR-GA70□2008□□□□-#□□□□□ 1.5 1.1 -
CIPR-GA70□2010□□□□-#□□□□□ 2.2 1.5 -
CIPR-GA70□2012□□□□-#□□□□□ 3 2.2 -
CIPR-GA70□4002□□□□-#□□□□□ 0.75 -
CIPR-GA70□4004□□□□-#□□□□□ 1.5 1.1(0.75) -
CIPR-GA70□4005□□□□-#□□□□□ 2.2 1.5 -Digital
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Third Angle Projection
Dimensions in mm

□:A to Z
#:A to Z

Air

Refer to Drawing No.900-190-125
for Terminal Board Detail

Scale 1:3 Detail (without Front cover)  Scale 1:2

*The values in parentheses are only for Japan.
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4 Mounting Holes
for M5 Screws
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EMC Filter
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(EMC Only)
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